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1
DOCUMENT FINGERPRINTING FOR
MOBILE PHONES

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates generally to methods and
apparatus for document or text string fingerprinting. The
technology disclosed herein is applicable for data leakage
prevention, spam filtering, and other applications which may
use document fingerprinting.

2. Description of the Background Art

One problem in the field of network security relates to data
leakage prevention (DLP). DLP is needed to avoid loss of
proprietary information, intellectual property, and other sen-
sitive data. To protect sensitive data, enterprises need an
effective DLP solution which monitors potential information
leaks at the point of use. However, the explosion of messaging
systems, wireless networking, and universal serial bus (USB)
storage devices has made the protection of critical enterprise
data difficult. As a result, enterprises are experiencing an
increase in the loss and even theft of data assets by employees
or contractors or even hackers (and malwares) who mali-
ciously or accidentally leak data.

Another problem in the field of network security relates to
unsolicited messages in e-mail systems. Such unsolicited
messages, also referred to as “spam,” are mass mailed by
spammers to e-mail accounts over the Internet. Various anti-
spam software products have been developed to combat
spam.

It is highly desirable to improve technologies which facili-
tate document or text string fingerprinting for data leakage
prevention, spam filtering, and other applications.

SUMMARY

One embodiment relates to a method for providing a ser-
vice which matches document fingerprints against a database
of document fingerprints. Target text data on a mobile phone
device is obtained, and target document fingerprints are gen-
erated for the target text data using a fingerprint generator on
the mobile phone device. The target document fingerprints
are transmitted to a service cloud. A feedback message is
received from the service cloud. The feedback message
depends on results from matching the target document fin-
gerprints against the database of document fingerprints.

Another embodiment relates to a mobile phone device
which includes communication circuits configured to receive
and send data by way of a cellular telecommunications net-
work. The mobile phone device also includes a data storage
system, including memory, configured to store computer-
readable instruction code and data, and a processor config-
ured to access the data storage system and to execute the
computer-readable instruction code. Computer-readable
instruction code in the mobile phone device is configured to
generate target document fingerprints for target text data
using a fingerprint generator, transmit the target document
fingerprints to a service cloud, and receive a feedback mes-
sage from the service cloud. The feedback message depends
on results from matching the target document fingerprints
against the database of document fingerprints.

Another embodiment relates to a computer apparatus
including data storage configured to store computer-readable
instruction code and data, and a processor configured to
access the data storage and to execute said computer-readable
instruction code. In addition, the computer apparatus includes
computer-readable instruction code configured as an enter-
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prise fingerprint agent for a cloud-based service. The com-
puter apparatus further includes computer-readable instruc-
tion code configured to generate document fingerprints using
a higher-density fingerprint generation procedure which
comprises: normalizing target text data to create a normalized
text string; applying a first hash function with a sliding hash
window to the normalized text string to generate an array of
hash values; applying a first filter to the array of hash values
to select candidate anchoring points; and applying a second
hash function to substrings located at the candidate anchoring
points to generate the document fingerprints.

These and other embodiments and features of the present
invention will be readily apparent to persons of ordinary skill
in the art upon reading the entirety of this disclosure, which
includes the accompanying drawings and claims.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1A is a high-level diagram of system for providing a
data leakage prevention (DLP) service on smart phones in
accordance with an embodiment of the invention.

FIG. 1B shows select operational elements within the sys-
tem of FIG. 1A in accordance with an embodiment of the
invention.

FIG. 2 depicts a first method for generating document
fingerprints in accordance with an embodiment of the inven-
tion.

FIG. 3 illustrates a sliding hash window and anchoring
points after application of a first filter in accordance with an
embodiment of the invention.

FIG. 4 depicts a second method for generating document
fingerprints in accordance with an embodiment of the inven-
tion.

FIG. 5 depicts the division of a normalized textual string
into a number of pieces for a second filtering method in
accordance with an embodiment of the invention.

FIG. 6 shows the selection of a single anchoring point from
afirst piece for the second filtering method in accordance with
an embodiment of the invention.

FIG. 7 depicts select components of an example computer
that may be used in embodiments of the present invention.

FIG. 8 depicts select components of an example mobile
device that may be used in embodiments of the present inven-
tion.

FIG. 9 depicts select operational elements of a system for
providing a spam filtering service on smart phones in accor-
dance with an embodiment of the invention.

DETAILED DESCRIPTION
DLP Service with Document Fingerprinting

With the popularity of smart phones, increasing number of
business users are carrying sensitive business data in their
smart phones that may or may not belong to their employers.
This creates a serious channel for potential leakage of sensi-
tive business data.

Unfortunately, conventional data leakage prevention
(DLP) solutions do not work well with mobile phones. This is
because conventional endpoint DLP agents require down-
loading document fingerprints for the enterprise from back-
end servers. There are several difficulties due to this require-
ment.

First, the endpoints should be in the enterprise network for
downloading fingerprints. In the case of mobile phones, this is
not usually the case and is not a reasonable assumption.
Second, the volume of fingerprints needing to be downloaded
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and stored on the mobile phone may be significantly large so
asto consume an inordinate amount of bandwidth and storage
space on the phone. Third, the process of matching finger-
prints is generally substantially CPU intensive so as to con-
sume a substantial portion of power on the phone. As such,
due to these three difficulties, it is problematic to provide a
DLP solution with fingerprint matching at mobile phones.

The present disclosure provides a DLP solution for mobile
phones that overcomes the above-discussed difficulties. First,
the solution provided by the present disclosure does not
require the mobile phone to be a part of the enterprise net-
work. Second, the solution provided by the present disclosure
does not require the downloading and storage of fingerprints
on the mobile phone. Third, the solution provided by the
present disclosure does not require fingerprint matching to be
performed by the mobile phone.

FIG. 1A is a high-level diagram of system 100 for provid-
ing a DLP service on smart phones in accordance with an
embodiment of the invention. The system includes one or
more enterprise networks 110, a service cloud 120, and a
plurality of smart phones 130. An enterprise network 110 may
be, for example, a wide area network for a large enterprise and
may include various network segments. As further shown, an
enterprise network 110 may include an enterprise fingerprint
agent 112.

In relation to data leakage prevention for the enterprise
network 110, various endpoint devices may be defined,
including a plurality of smart phone devices 130 and a plu-
rality of other endpoint devices 140. These endpoint devices
are devices which are being monitored by the data leakage
prevention system in order to prevent leakage of sensitive
data.

The smart phone devices 130 may include smart phones
and tablets which include telecommunications by way of a
cellular phone network and Internet access. Various applica-
tions, such as a web browser, an electronic mail client, and
other applications may be executed on the mobile operating
system of the smart phone devices 130. For example, the
mobile operating system may be the iOS mobile operating
system available from Apple Inc. of Cupertino, Calif., or may
include the Android software stack available from Google,
Inc. of Mountain View, Calif., or may be a different mobile
operating system. As shown in FIG. 1A, the smart phone
devices 130 may be outside of the enterprise network 110. In
other words, the smart phone devices 130 need not necessar-
ily be nodes on the enterprise network 110.

The other endpoint devices 140 may include desktop, lap-
top computers, and other devices with data communication
capabilities and/or removable data storage. As shown in FIG.
1A, the other endpoint devices 140 may be part of the enter-
prise network 110. In other words, the other endpoint devices
140 are typically nodes on a segment of the enterprise net-
work 110.

The service cloud 120 may include various computing and
network resources which may work together so as to provide
an application service to the enterprise. In this case, the appli-
cation service may be a DLP service. The DLP service may
include DLP agents at endpoint devices to monitor outgoing
communications and prevent leakage of sensitive (protected)
information. In accordance with an embodiment of the inven-
tion, smart phone devices 130 may include a fingerprint-less
mobile agent (FLMA) 132 to provide a bandwidth-efficient
content-aware DLP solution for the smart phone devices 130.
An embodiment of the FLMA 132 is described further below
in relation to FIG. 1B.

FIG. 1B shows select operational elements within the sys-
tem 100 of FIG. 1A in accordance with an embodiment of the
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4

invention. In particular, select operational elements utilized
by the enterprise fingerprint agent (EFA) 112, the service
cloud 120, and a smart phone 130 are shown.

Within the enterprise network 110, there is data file storage
which may include sensitive document files 111 as deter-
mined by a DLP administrator for the enterprise. The sensi-
tive document files 111 include sensitive text data, such as, for
example, confidential personal information of employees,
trade secret information of the enterprise, and other sensitive
information.

The EFA 112 may be embodied as a program code execut-
ing on a computer system within the enterprise network 110.
The EFA 112 may be configured to perform various func-
tions, including classifying sensitive documents, generating
fingerprints based on text data in the sensitive documents 111,
and uploading the fingerprints to the service cloud 120.

In accordance with an embodiment of the invention, the
fingerprints may be generated by the EFA 112 using a higher-
density fingerprint generator 114. In one implementation, the
higher-density fingerprint generator 114 may be configured
to utilize a single-stage fingerprint filtering technique which
is described in further detail below. The sensitive document
fingerprints for the enterprise may be stored in a local finger-
print database 116.

Within the service cloud 120, there may be a hosted fin-
gerprint database 122. The hosted fingerprint database 122
may be a copy of the local fingerprint database 116 and may
be hosted on one or more data storage devices within the
service cloud 120. The hosted fingerprint database 122 may
be frequently updated with database updates 117 to keep the
local and hosted databases closely synchronized. Fingerprint
database updates may be transmitted from the enterprise fin-
gerprint agent 112 in the enterprise network 110 to the service
cloud 120.

The service cloud 120 may also include a fingerprint match
engine 124 and a data leakage prevention policy engine (DLP
policy engine) 126. The fingerprint match engine 124 and the
DLP policy engine 126 may each be embodied as program
code executing on one or more server computers within the
service cloud 120.

The fingerprint match engine 124 may be configured to
receive fingerprints 145 of the target text data 131 from the
smart phone 130 (or other endpoint devices 140). The finger-
print match engine 124 applies a matching method to deter-
mine to what degree the fingerprints 145 of the target text data
131 match, or do not match, one or more fingerprint in the
hosted fingerprint database 122. The results of the matching
may be communicated to the DLP policy engine 126.

The DLP policy engine 126 may be configured to receive
local match results 147 from the local match engine 134 on
the smart phone 130 (or other endpoint device 140). The DLP
policy engine 126 may then apply policies, which may be
specific to a particular enterprise, to the match results. In other
words, different enterprises may have different policies to be
applied by the DLP policy engine 126. Feedback 150 based
onthe match results and applied policies may then be returned
from the service cloud 120 to the smart phone 130 (or other
endpoint device 140) which had sent the local match results
147.

The service cloud 120 may provide a web-based console
that an enterprise DLP administrator may use to manage the
DLP service by creating the DLP policies, compliance tem-
plates, digital assets such as keyword dictionaries and regular
expression patterns, and so forth. The enterprise DL.P admin-
istrator may also use such a web-based console to manage the
hosted fingerprint database for the enterprise and to generate
DLP reports.
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In accordance with an embodiment of the invention, the
DLP policy engine 126 is configured to receive results from
the fingerprint match engine 124 regarding whether or not the
fingerprints received from a smart phone 130 (or other end-
point device 140) match one or more fingerprint in the hosted
fingerprint database 122. The DLP policy engine 126 may
then apply policies, which may be specific to a particular
enterprise, to the results. Feedback 150, based on the match
results and the applied policies, is then returned to the smart
phone 130 (or other endpoint device 140) which had sent the
fingerprints 145 to be matched.

The smart phone device 130 (or other endpoint device 140)
may include target text data 131 and the FLMA 132. The
target text data 131 may be, for example, in a document file
that is being exported from the device. For example, the target
text data 131 may be in a file attached to an outgoing elec-
tronic mail or text message, or the target text data may be in
the body of the outgoing electronic mail or text message.
Since the device is an endpoint of the DLP system, such an
exportation of text data is monitored by the DLP system and
may be checked by fingerprint matching against the hosted
fingerprint database 122 used by the service cloud 120.

The FLMA 132 may include program code configured to
implement a local match engine 134 and a fingerprint gen-
erator. The local match engine 134 may be configured to
match non-fingerprint-related attributes such as, keywords,
regex patterns, and file attributes. The matching techniques
utilized by the local match engine 134 may be less CPU
intensive than fingerprint matching. The local match result
may be compressed and sent to the DLP policy engine 126 in
the service cloud 120. The fingerprint generator is configured
to generate digital “fingerprint” data (“document finger-
prints” or simply “fingerprints”) of the target text data 131. In
addition, the FLMA 132 may include an action module 138
which is configured to take actions such as providing an alert
or blocking the data leak. The alert may comprise, for
example, a short text message that may be sent to the phone
user as a warning. The data leak blocking may comprise, for
example, a command to block an outgoing message from the
phone.

In accordance with an embodiment of the invention, the
fingerprint generator of the FLMA 132 may comprise a
lower-density fingerprint generator 136. In implementation,
the lower-density fingerprint generator 136 may be config-
ured to utilize a multiple-stage (two or more stages) finger-
print filtering technique which is described in further detail
below. Due to the extra fingerprint filtering, the lower-density
fingerprint generator 136 of the smart phone 130 generates
substantially fewer fingerprints for the same text data than the
number generated by the higher-density fingerprint generator
114 of the EFA 112. The fingerprints per document may be
very small in total size. For example, the size of the finger-
prints per document may be sixty-four bytes per document
and may include eight fingerprints of eight bytes each.

By generating fewer fingerprints 145, the lower-density
fingerprint generator 130 utilizes less telecommunications
bandwidth when it sends the fingerprints 145 from the smart
phone 130 to the service cloud 120. This feature is particu-
larly advantageous due to the limited bandwidth available for
cell phone data communications. The smaller bandwidth
requirements due to the fewer fingerprints means that the
cloud-based DLP service (or other service using document
fingerprint matching) may be provided with less impact on
cell phone performance.

In accordance with an embodiment of the invention, docu-
ment fingerprinting is provided for mobile phones using an
asymmetric fingerprint generation system. In this case, the
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fingerprint generation is asymmetric in that a higher-density
fingerprint generator is used on the enterprise side for sensi-
tive document fingerprinting, and a lower-density fingerprint
generator is used on the mobile device side for document
variation detection. More particularly, in a specific imple-
mentation, single-stage fingerprint filtering may be used for
the higher-density fingerprint generation, and multiple-stage
fingerprint filtering may be used for the lower-density finger-
print generation.

Document fingerprints are document attributes used to
characterize some invariants of a document. Document fin-
gerprints should ideally have the following characteristics: 1)
unrelated and irrelevant documents should not share any fin-
gerprint; and ii) a variant of a document is expected to have
some common fingerprints with its original version.

The present disclosure provides a DLP solution with docu-
ment fingerprinting that is sufficiently resource-efficient to be
practical for use with a smart phone device. The disclosed
DLP solution is advantageously content-aware in that vari-
ants of a sensitive document may be detected with minimal
false positives by utilizing document fingerprinting technol-
ogy. The solution is advantageously storage efficient at the
smart phone in that no fingerprint database needs to be stored
on the smart phone. In addition, the solution is advanta-
geously processing and power efficient at the smart phone in
that the fingerprint matching (which may be processing-in-
tensive and power-consuming) is not performed by the smart
phone. Furthermore, the solution is advantageously “band-
width efficient” because the lower-density fingerprint genera-
tor may generate a small amount of fingerprint data (for
example, less than one hundred bytes) to send to the service
cloud for the matching service.

Higher-Density Fingerprint Generation

FIG. 2 depicts a first method 200 for generating document
fingerprints in accordance with an embodiment of the inven-
tion. This first method 200 may be applied by the higher-
density fingerprint generator 114 used by an EFA 112.

As shown in FIG. 1B, sensitive document files 111 may be
stored in a data storage system in the enterprise network 110.
Consider the generation of fingerprints for one file d which is
deemed to include sensitive information to be protected by
the DLP system.

Per the method 200 of FIG. 2, computer-readable program
code may be configured to receive and normalize 202 the
document d to generate a normalized document t. The docu-
ment may be normalized 202 by a process that may include
the following three sub-processes: 1) converting a document
in any format, such as Word, Excel, PPT, PDF and so forth,
into a plain text encoded in UTF-8; ii) translating any plain
text in other encodings into the plain text encoded in UTF-8;
and iii) removing the non-informative characters such as
white spaces, control characters, delimiters and so forth. The
normalized document t may be a textual string encoded in
UTF-8 after the document is normalized. A normalized docu-
ment may be viewed as either a UTF-8 string or a binary
string. In this disclosure, we generally view a normalized
document as a binary string.

The normalized document t is then processed to generate
204 a set of hash values h from t. In accordance with one
embodiment of the invention, a rolling hash function, denoted
H1, with a pre-defined hash window size may be used to slide
through and process the normalized text string t in order to
generate the set of hash values. An example of such a sliding
hash window is shown in FIG. 3. In FIG. 3, each block in the
depicted array represents a character of the normalized text
string t. The rolling hash function H1 may generate one hash
value h from each position of the sliding hash window. For
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example, if the text string is n characters long, and the hash
window is w characters wide, then (n-w+1) hash values h
may be generated. In a particular implementation, the rolling
hash function H1 may be a Karp-Rabin function.

In accordance with an embodiment of the invention, a first
filter may be applied 206 to the set of hash values h. For
example, in one implementation, the first filter may select
those hash values h which satisfy h=0 mod p, where p is a
pre-defined prime number. The hash values selected by the
first filter form a set of candidate anchoring points. Example
candidate anchoring points are designated in FIG. 3 by the
letter A in the array.

In accordance with the method 200 shown in FIG. 2, the
document fingerprints may then be generated 208 based on
the entire set of candidate anchoring points. In other words,
the entire set of candidate anchoring points is selected or kept
as anchoring points such that a higher-density of fingerprints
may be generated in this method 200.

For each anchoring point, a second hash function H2 may
be used to generate a hash value from the substring starting at
that anchoring point. The size of the substring may be the
same as the sliding hash window. The second hash function
H2 is preferably a different hash function from the first hash
function H1. Using two different hash functions advanta-
geously reduces false positive caused by hash collisions. The
set of hash values generated by the second hash function H2
may be output 210 as the document fingerprints for the docu-
ment d.

Lower-Density Fingerprint Generation

FIG. 4 depicts a second method 400 for generating docu-
ment fingerprints in accordance with an embodiment of the
invention. This second method 400 may be applied by the
lower-density fingerprint generator 136 used by an FLMA
132.

Like the first method 200 of FIG. 2, the second method 400
of FIG. 4 may also normalize 202 the document, generate 204
a set of hash values from the normalized document using a
first hash function, and apply 206 a first filter to the set ofhash
values to select a set of candidate anchoring points.

Unlike the first method 200, the second method 400 applies
402 a second filter to the set of candidate anchoring points so
as to select a set of anchoring points. The set of anchoring
points is a subset of the set of candidate anchoring points. In
accordance with one embodiment of the invention, applying
402 the second filter may involve dividing the normalized text
string in binary form into a plurality of N pieces, and selecting
only one of the candidate anchoring points per piece. In an
exemplary embodiment, the N pieces may be of equal binary
size, except that last piece (whose size depends on the remain-
ing length of the string for that last piece). FIG. 5 depicts the
division of'a normalized textual string into a number of pieces
in accordance with an embodiment of the invention.

For any piece, if the piece contains multiple candidate
anchoring points (previously selected by the application 204
of'the first filter), then the candidate anchoring point closest to
the centre of the piece is selected to be the anchoring point for
that piece. FIG. 6 shows the selection of a single anchoring
point (the rectangle filled in black) from a first piece in accor-
dance with an embodiment of the invention.

Like in the first method 200, for each anchoring point, a
second hash function H2 may be used to generate a hash value
from the substring starting at that anchoring point. The size of
the substring may be the same as the sliding hash window.
The second hash function H2 is preferably a different hash
function from the first hash function H1 so as to advanta-
geously reduce false positive caused by hash collisions. The
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set of hash values generated by the second hash function H2
may be output 210 as the document fingerprints for the docu-
ment d.

Example Computer Apparatus and Mobile Device

Referring to FIG. 7, there is shown a schematic diagram of
an example computer apparatus 700 that may be used in
embodiments of the present invention. For example, one or
more computer apparatus 700 may be utilized in the enter-
prise network 110 to execute computer-readable program
code configured to implement the enterprise fingerprint agent
112. In addition, one or more computer apparatus 700 may be
utilized in the service cloud 120 to execute computer-read-
able program code configured to implement the fingerprint
match engine 124 and the DLP policy engine 126.

As shown in the figure, the computer may include a pro-
cessor 701, such as those from the Intel Corporation or
Advanced Micro Devices, for example. The computer may
have one or more buses 703 coupling its various components.
The computer may include one or more input devices 702
(e.g., keyboard, mouse, etc.), a display monitor 704 (e.g.,
LCD, cathode ray tube, flat panel display, etc.), a computer
network or communications interface 705 (e.g., network
adapters, wireless network adapters, etc.) for communicating
over a computer (data) network 709, one or more data storage
devices 706 (e.g., hard disk drive, optical drive, FLASH
memory, etc.) for storing computer-readable data onto com-
puter-readable media and for reading the data therefrom, and
a main memory 708 (e.g., DRAM, SRAM, etc.).

Computer-readable data (including computer-readable
program instructions) may be stored in the data storage
devices 706 and may be loaded into main memory 708. Com-
puter-readable data may also be received over the computer
network 709 by way of a communications interface 705. In
particular, the main memory 708 may loaded with programs
710 (comprising computer-readable instruction code and
data) which may be executed by the processor 701 to perform
some of the functionalities and operations as described
herein.

Referring to FIG. 8, there is shown a schematic diagram of
an example smart phone device 810 that may be used in
embodiments of the present invention. For example, the smart
phone 810 may be utilized to execute computer-readable
program code configured to implement the fingerprint-less
mobile agent 132.

As shown in the figure, the smart phone 810 may include
memory 813 for storing data, at least one processor 814 for
executing computer-readable code, and communication cir-
cuits 815. The communication circuits 815 may be configured
for wireless data communications via a cellular phone net-
work. The memory 813 may hold the FLMA 132, and the
processor 814 may execute the FLMA 132. The smart phone
810 may also include a file system 112 which may include the
target text data 131 which may be checked for sensitive data
by the FLMA 132.

Spam Filtering Service with Document Fingerprinting

FIG. 9 depicts select operational elements of a system for
providing a spam filtering service on smart phones in accor-
dance with an embodiment of the invention. The elements for
providing the spam filtering service for smart phones per F1G.
9 are similar to the elements for providing the data leakage
prevention service for smart phones per FIG. 1B.

In the system of FIG. 9, a spam filtering agent 912 gener-
ates document fingerprints of spam samples 911 using a
higher-density fingerprint generator 114. These fingerprints
may be stored and indexed on alocal fingerprint database 116.
The service cloud 120 may receive database updates 117 so as
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to keep the hosted fingerprint database 122 in relatively close
synchronization with the local fingerprint database 116.

The smart phone 130 may include a target incoming mes-
sage 931 which may be filtered for spam by the FLMA (for
spam filtering) 932. The FLMA 932 may use the lower-
density fingerprint generator 136 to generate fingerprints
from the target incoming message 931. These fingerprints
145 may be sent to the fingerprint match engine 124 of the
service cloud 120 for matching against the hosted spam fin-
gerprint database 922.

Results of the matching may be provided to the spam
policy engine 926. The spam policy engine 926 may apply
policies to determine the feedback 150 to return based on the
matching results. The policies implemented by the spam
policy engine 926 may be customized for an organization or
for a particular user. Based on the feedback 150, the smart
phone may perform actions, such as blocking the message
and/or alerting the user of the smart phone or an administrator
of an organization.

While specific embodiments of the present invention have
been provided, it is to be understood that these embodiments
are for illustration purposes and not limiting. Many additional
embodiments will be apparent to persons of ordinary skill in
the art reading this disclosure.

In the present disclosure, numerous specific details are
provided, such as examples of apparatus, components, and
methods, to provide a thorough understanding of embodi-
ments of the invention. Persons of ordinary skill in the art will
recognize, however, that the invention can be practiced with-
out one or more of the specific details. In other instances,
well-known details are not shown or described to avoid
obscuring aspects of the invention.

Being computer-related, it can be appreciated that some
components disclosed herein may be implemented in hard-
ware, software, or a combination of hardware and software
(e.g., firmware). Software components may be in the form of
computer-readable program code stored in a computer-read-
able storage medium, such as memory, mass storage device,
or removable storage device. For example, a computer-read-
able storage medium may comprise computer-readable pro-
gram code for performing the function of a particular com-
ponent. Likewise, computer memory may be configured to
include one or more components, which may be executed by
a processor. Components may be implemented separately in
multiple modules or together in a single module.

What is claimed is:

1. A method for providing a service which matches docu-
ment fingerprints against a database of document finger-
prints, the method comprising:

obtaining target text data on a mobile phone device;

generating target document fingerprints for the target text

data using a fingerprint generator on the mobile phone
device;

transmitting the target document fingerprints from the

mobile phone device to a service cloud; and

receiving a feedback message by the mobile phone device

from the service cloud, wherein the feedback message
depends on results from matching the target document
fingerprints against the database of document finger-
prints,

wherein the fingerprint generator on the mobile phone

device comprises a lower-density fingerprint generator,
and wherein indexed document fingerprints in the data-
base of document fingerprints are generated by a higher-
density fingerprint generator.
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2. The method of claim 1, wherein the target text data is
obtained from an outgoing data communication from the
mobile phone device.

3. The method of claim 2, wherein the service cloud is
configured to provide a data leakage prevention service to an
enterprise network, and wherein the mobile phone device is
outside of the enterprise network.

4. The method of claim 1, wherein the target text data is
obtained from an incoming data communication that has
arrived at the mobile phone device.

5. The method of claim 4, wherein the service cloud is
configured to provide a spam filtering service.

6. The method of claim 1, wherein the lower-density fin-
gerprint generator generates the target document fingerprints
by a multiple-filtering procedure, and wherein the higher-
density fingerprint generator generates document fingerprints
using a single-filtering procedure.

7. The method of claim 1, wherein the lower-density fin-
gerprint generator generates the target document fingerprints
by a procedure comprising:

normalizing target text data to create a normalized text

string;

applying a first hash function with a sliding hash window to

the normalized text string to generate an array of hash
values;

applying a first filter to the array of hash values to select

candidate anchoring points;

applying a second filter to the candidate anchoring points

to select anchoring points; and
applying a second hash function to substrings located at the
selected anchoring points to generate the target document
fingerprints.

8. The method of claim 1, wherein the higher-density fin-
gerprint generator generates the document fingerprints by a
procedure comprising:

normalizing target text data to create a normalized text

string;

applying a first hash function with a sliding hash window to

the normalized text string to generate an array of hash
values;

applying a first filter to the array of hash values to select

candidate anchoring points; and

applying a second hash function to substrings located at the

candidate anchoring points to generate the document
fingerprints.

9. A mobile phone device comprising:

communication circuits configured to receive and send

data by way of a cellular telecommunications network;

a data storage system, including memory, configured to

store computer-readable instruction code and data;
a processor configured to access the data storage system
and to execute the computer-readable instruction code;

the data storage system storing therein computer-readable
instruction code configured to provide a fingerprint gen-
erator on the mobile phone, computer-readable instruc-
tion code configured to obtain target text data from the
data storage system on the mobile phone device, com-
puter-readable instruction code configured to generate
target document fingerprints for the target text data using
the fingerprint generator, computer-readable instruction
code configured to transmit the target document finger-
prints to a service cloud, and computer-readable instruc-
tion code configured to receive a feedback message from
the service cloud, wherein the feedback message
depends on results from matching the target document
fingerprints against the database of document finger-
prints,
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wherein the target text data is obtained from an outgoing
data communication from the mobile phone device,

wherein the service cloud is configured to provide a data
leakage prevention service to an enterprise network, and
wherein the mobile phone device further comprises a
fingerprint-less mobile agent for the data leakage pre-
vention service.

10. The mobile phone device of claim 9, wherein the target
text data is obtained from an incoming data communication
that has arrived at the mobile phone device.

11. The mobile phone device of claim 10, wherein the
service cloud is configured to provide a spam filtering service,
and wherein the mobile phone device further comprises a
fingerprint-less mobile agent for the spam filtering service.

12. The mobile phone device of claim 9, wherein the fin-
gerprint generator is programmed to generate the target docu-
ment fingerprints using a multiple-filtering procedure.

13. The mobile phone device of claim 9, wherein the fin-
gerprint generator is programmed to generate the target docu-
ment fingerprints by a procedure comprising:

normalizing target text data to create a normalized text

string;

applying a first hash function with a sliding hash window to

the normalized text string to generate an array of hash
values;

applying a first filter to the array of hash values to select

candidate anchoring points;

applying a second filter to the candidate anchoring points

to select anchoring points; and
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applying a second hash function to substrings located at the
selected anchoring points to generate the target docu-
ment fingerprints.

14. A computer apparatus comprising:

data storage device configured to store computer-readable

instruction code and data;

a processor configured to access the data storage device

and to execute said computer-readable instruction code;
computer-readable instruction code configured as an enter-
prise fingerprint agent for a cloud-based service;

the data storage device storing therein computer-readable

instruction code configured to generate document fin-
gerprints using a higher-density fingerprint generation
procedure which comprises:

normalizing target text data to create a normalized text

string;

applying a first hash function with a sliding hash window to

the normalized text string to generate an array of hash
values;

applying a first filter to the array of hash values to select

candidate anchoring points; and

applying a second hash function to substrings located at the

candidate anchoring points to generate the document
fingerprints.

15. The computer apparatus of claim 14, wherein the
cloud-based service comprises a data leakage prevention ser-
vice.

16. The computer apparatus of claim 14, wherein the
cloud-based service comprises a spam filtering service.
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